
Basseinid, mahutid

Vt Lugemist

LIHTNE  BASSEINIVÄRV  (vt  /schwimmbecken-
farbe/)

BASSEINI  1K-PUR(polüuretaan)-
DEKORATIIVKATE

Käina ujula

Aluspinnaks pragudeta, jäik ja stabiilne
betoonist aluspind.

BASSEINI   2K-PUR(polüuretaan)-HYDRO-  ja
DEKORATIIVKATE

Aluspind stabiilne betoon, praod
renoveeritud. Sertifitseeritud kasutamiseks
vesitehnikas, väga hea keemilise püsivusega,

pragusid sildav, elastne. Kasutuskohad:
märgruumid, dussid, ujulad,basseinid,
suurköögid, märgtöötlusruumid, rõdud,

terassid. Kasutuskoormused A, B, C (tagab
100 % pikaajalise veetiheduse).

http://www.tarmatrade.ee/basseinid-mahutid/
http://www.tarmatrade.ee/wp-content/uploads/2017/04/Plaatkattealune-hudroisolatsioon-korgete-koormuste-tingimustes.pdf
http://supernova-varvid.ee/schwimmbecken-farbe/
http://supernova-varvid.ee/schwimmbecken-farbe/
http://www.tarmatrade.ee/wp-content/uploads/2022/12/IMG-1051-scaled.jpg
http://www.tarmatrade.ee/wp-content/uploads/2022/12/IMG-1051-scaled.jpg


VEEMAHUTITE 2K-PUR-VEDELPLAST
Stabiilsele aluspinnale. Süsteem on jäik,
ilma täiendava hydrokihita, tugikangata.

Kasutuskohad:
• Drinking Water Supply Channels.

• Waterproofing of Irrigation Channels.
• Waterproofing of Drinking Water Pipes.

• Waterproofing of Drinking Water Tanks and Reservoirs.
• Odorless waterproofing of Wet Areas (under-tile) in

Bathrooms, Swimming Pools, Kitchens, etc.


